CORDOBA STATION 4.8M°

-CABLE SCHEDULE BETWEEN BUILDING AND ANTENNA (CFE) [s]

PORT NO. SIZE DESCRIPTION TO/FROM | TO/FROM | RESERVED FOR
P1 4" DOWNLINK COAXIAL CABLES BUILDING | ANTENNA - | GDST FURNISHED CABLES:
LNA STANDBY/OFFLINE INJECT : - 1/4” DOWNLINK CABLES — 3EA
»1/4” LNA STANDBY/OFFLINE INJECT CABLES ~ 2EA
P2 4" LNA CABLES/ CONTROL BUILDING | ANTENNA | GDST FURNISHED CABLES:
+ PDU TO ACU RS232/422 — 2FA-
- LNA CONTROL ~ 1EA
* MRU — 1EA -
+ M&C ETHERNET CABLE — 1EA
« HUB TEMP STS/RAIN BLOWER STS — 2EA
P3 4" SPARE BUILDING | ANTENNA
P4 4" UTILITY AND TECHNICAL AC POWER TO | BUILDING | ANTENNA | ARSAT FURNISHED CABLES:

HUB EQUIPMENTS/ LIGHTS /
RECEPTACLES/ ANTENNA

PDU AC POWER

+ POWER UP-1°TO ANTENNA INTERFACE J—-BOX - 1EA
« POWER TP—1 TO ANTENNA INTERFACE J—BOX -~ 1EA

ARSAT FURNISHED CABLES:
« POWER UP—1 TO PDU (POWER) — 1EA
» POWER TP—1 TO PDU (LOGIC POWER) — fEA

BUILDING PORTS (CFE)
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